
ROLLER EXPRESS
Wand Motor Operated Shade
Installation Instructions

1. Wand Motor Operated Open Roll
2. Wand Motor Operated with Deco Fascia

3. Wand Motor Operated with Contoured Valance
Updated 08/21
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GETTING STARTED

Make sure you have all of the parts and tools required to install your shades.

Tools:
• Measuring Tape
• Power Drill
• #2 Phillips Screwdriver or 
• ¼” Hex Head

General Parts to Install Your Shade:

Installation Brackets Screws

Screw Covers
(if ordered))

Bracket Cover 
(if ordered)

Bearing Pin Wand Wand Connector

Contoured Valance Installation Parts (supplied only if optional items were ordered):

Outside Mount 
Brackets (if ordered)

Corner Connectors 
(if ordered)

Installation BracketsContoured 
Valance

Deco Fascia Installation Parts (supplied if Deco Fascia was ordered):

Corner Pieces 
(Outside mount 

only)

Outside Mount  
Brackets

(if ordered)

Plastic/Metal 
Returns

(if ordered)

Deco Fascia

Note: Deco Fascia will arrive with Magnet Clip pre-attached to the backside

Magnet Deco 
Fascia L-Bracket w/ 

Magnet Clip
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If your shades were ordered with Deco Fascia, proceed to Section 2
If your shades were ordered with Contoured Valance, proceed to Section 3

SECTION 1

WAND MOTOR OPERATED SHADE - OPEN ROLL
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STEP 1

INSTALLATION BRACKET
PLACEMENT

Using the Drill, secure the roller 
shade installation brackets with the 
supplied screws (as shown).  

Be sure to check that they are level.

If shade was ordered as Outside 
Mount, attach the supplied screw 
covers on to the bracket for a 
finished look.

STEP 2

SHADE PLACEMENT

Once the brackets are secured and 
level, locate the Bearing Pin from 
the parts sent with your shade. 
Insert the Bearing Pin on to the 
non-control side installation bracket 
(as shown). You should hear a click 
once it is securely installed.

Grab the roller shade and insert the 
non-control side of the shade into 
the Bearing Pin (as shown).

Insert the opposite end of the  
shade onto the installation bracket 
(as shown).

OUTSIDE
MOUNT

INSIDE
MOUNT

STEP 3

ADDITIONAL ITEMS

If your shade was ordered as 
Outside Mount, locate the bracket 
covers and install them onto the 
installation brackets as shown.

Proceed to Programming Instructions at the end of this guide
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SECTION 2

WAND MOTOR OPERATED SHADE  
WITH DECO FASCIA

If your shades were ordered with Contoured Valance, proceed to Section 3
If your shades were ordered Open Roll, refer back to Section 1
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STEP 1

DECO FASCIA BRACKET
INSTALLATION
INSIDE MOUNT 
(Typical installation)

OUTSIDE MOUNT
(Requires T-Bracket Installation)

Locate the deco fascia L-brackets 
and attach them to the magnet clips 
located on the backside of the deco 
fascia. 

The magnet clips arrive preattached 
and evenly spaced but can be 
adjusted if they have shifted during 
shipping.

Using the magnet clips attached to 
the backside of the deco fascia as 
your guide, mark where the magnet 
deco fascia T-bracket will need to be 
installed. 

Using a drill secure the white plastic 
outside mount T-bracket (shown) to 
the opening. Be sure to check that 
they are level.

Move on to shade bracket 
installation. 

The bracket count 
depends on the size 
of the Deco Fascia 

Place the deco fascia in the opening 
positioning it so it is flush with the 
frontside of the window frame.

Using a drill, secure the deco fascia 
L-brackets with the supplied screws. 

Be sure to check that they are level.

Remove the deco fascia from the 
opening and move on to shade 
bracket installation.
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STEP 3

SHADE PLACEMENT

Once the brackets are secured and 
level, locate the Bearing Pin from 
the parts sent with your shade. 
Insert the Bearing Pin on to the 
non-control side installation bracket 
(as shown). You should hear a click 
once it is securely installed.

Grab the roller shade and insert the 
non-control side of the shade into 
the Bearing Pin (as shown).

Insert the opposite end of the  
shade onto the installation bracket 
(as shown).

STEP 2

INSTALLATION BRACKET
PLACEMENT

Using the drill, secure the roller 
shade installation brackets with the 
supplied screws (as shown).  

Be sure to check that they are level.

If shade was ordered as Outside 
Mount, attach the supplied screw 
covers on to the bracket for a 
finished look.

OUTSIDE
MOUNT

INSIDE
MOUNT
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STEP 4

DECO FASCIA 
INSTALLATION

INSIDE MOUNT
Inside mounted deco fascia can 
be installed by placing the magnet 
receiver (already attached) onto the 
magnet catch plates on the front of 
the installed brackets. 

OUTSIDE MOUNT (if ordered)
Attach the return with the supplied 
connector.
 
• Plastic returns simply snap on 

the end of the fascia
       (inside mount shade with outside    
        mounted fascia)

• Metal returns will include 
a plastic corner connector 
(outside mount only)  

Plastic return installation

Metal return installation

OUTSIDE MOUNT (if ordered)
Use the white plastic L-bracket 
(shown) and insert at the top of the 
fascia (as shown). Push in lightly to 
turn the installation bracket on a 900 
angle until is secured (facing up as 
shown). Slide the L-bracket on to 
the already installed T-bracket.
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SECTION 3

WAND MOTOR OPERATED SHADE
WITH CONTOURED VALANCE

If your shades were ordered with Deco Fascia, refer back to Section 2
If your shades were ordered Open Roll, refer back to Section 1
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STEP 1

INSTALLATION BRACKET
PLACEMENT

Using the Drill, secure the roller 
shade installation brackets with the 
supplied screws (as shown).  

Be sure to check that they are level.

If shade was ordered as Outside 
Mount, attach the supplied screw 
covers on to the bracket for a 
finished look.

OUTSIDE
MOUNT

INSIDE
MOUNT

STEP 2

CONTOURED VALANCE 
INSTALLATION

Prior to installing the Installation 
Brackets to the wall, insert the 
Valance onto each Installation 
Bracket (as shown).
 
 
INSIDE MOUNT
Using the Drill, secure the 
installation Brackets with the 
supplied screws (as shown).   

For a flush inside mounted valance, 
be sure to leave enough space for 
the thickness of the valance.

If the window depth does not 
accommodate a flush mount 
Installation Bracket, simply snap the 
bracket at the score as needed.

OUTSIDE MOUNT (if ordered)
Install the Outside Mount Bracket 
to the wall at an equal inbetween 
distance. Grab the valance with 
installed brackets and insert (as 
shown).

Turn the Valance Installation Bracket and insert 
at the top of the valance (as shown). Push in 
lightly to turn the Installation Bracket on a 900 
angle until is secured (facing up as shown). 

1
2
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STEP 3

SHADE PLACEMENT

Once the brackets are secured and 
level, locate the Bearing Pin from 
the parts sent with your shade. 
Insert the Bearing Pin on to the 
non-control side installation bracket 
(as shown). You should hear a click 
once it is securely installed.

Grab the roller shade and insert the 
non-control side of the shade into 
the Bearing Pin (as shown).

Insert the opposite end of the  
shade onto the installation bracket 
(as shown).

Proceed to Programming Instructions at the end of this guide
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SETTING UPPER LIMIT: 

Pull and hold the wand until the 
shade has reached the upper limit. 
If the shade moves in the opposite 
direction release the wand and pull 
and hold again. 

Adjust until the desired upper limit 
has been reached.

Save the position by pushing the 
button until the shade moves up 
and down. 

THE UPPER LIMIT IS NOW SET.

PROGRAMMING INSTRUCTIONS

Your motorized shade has come to you with limit sets.  If you need to 
change/adjust the limits, please use the following instructions.

SETTING LOWER LIMIT: 

Pull and hold the wand until the 
shade has reached the bottom limit. 
If the shade moves in the opposite 
direction release the wand and pull 
and hold again.

Adjust until the desired bottom limit 
has been reached.

Save the position by pushing the 
button until the shade moves up 
and down. 

THE LOWER LIMIT IS NOW SET. 
Continue to next page.
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10
SEC

OPERATING 
INSTRUCTIONS

Pull the wand slightly to start or 
stop the shade.

DELETE END LIMITS: 

Hold the button for approximately 
10 seconds, after 5 seconds the 
shade will move up and down. Keep 
pushing the button until the shade 
moves up and down again. 

Repeat steps above to save new 
end limits. 

OPTIONAL: 
FAVORITE POSITION 

SET THE FAVORITE POSITION

Pull the wand slightly to start or 
stop the shade.

Pull and hold the chain for 
approximately 7 seconds until the 
shade moves up and down.

Go to any position other than the 
saved favorite position.
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RECHARGE BATTERY

Blinking red during operation; 
Charge the battery.

Blinking green; Battery is charging.

Continuously green; Battery is fully 
charged.
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TROUBLESHOOTING

Shade is rolling up on tube unevenly or tracks:
If you notice the material winds unevenly and begins to track or telescope 
to one side check to ensure that the shade is level. If the shade is not level, 
remove it from the mounting brackets and shim or reinstall the brackets, 
as necessary.

IMPORTANT NOTE: Operating a shade that is not level will result in 
damage to the material. Damage caused by operating an unleveled shade 
is not covered under our normal warranty.
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